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edges at least 25 dB relative to the li-
censed average 6 MHz channel power
level, then attenuated along a linear
slope to at least 40 dB at 250 kHz be-
yond the nearest channel edge, then at-
tenuated along a linear slope from that
level to at least 60 dB at 3 MHz above
the upper and below the lower licensed
channel edges, and attenuated at least
60 dB at all other frequencies.

(4) For mobile digital stations, the
attenuation factor shall be not less
than 43 + 10 log (P) dB at the channel
edge and 55 + 10 log (P) dB at 5.5 mega-
hertz from the channel edges. Mobile
Satellite Service licensees operating on
frequencies below 2495 MHz may also
submit a documented interference
complaint against BRS licensees oper-
ating on BRS Channel 1 on the same
terms and conditions as adjacent chan-
nel BRS or EBS licensees.

(5) Notwithstanding the provisions of
paragraphs (1)(2) and (1)(4) of this sec-
tion, prior to transition, a licensee
may continue to operate facilities de-
ployed as of January 10, 2005 provided
that such facilities operate in compli-
ance with the emission mask applica-
ble to those services prior to January
10, 2005.

(6) Measurement procedure. Compli-
ance with these rules is based on the
use of measurement instrumentation
employing a resolution bandwidth of 1
MHz or greater. However, in the 1 MHz
bands immediately outside and adja-
cent to the frequency block a resolu-
tion bandwidth of at least one percent
of the emission bandwidth of the funda-
mental emission of the transmitter
may be employed. A narrower resolu-
tion bandwidth is permitted in all
cases to improve measurement accu-
racy provided the measured power is
integrated over the full required meas-
urement bandwidth (i.e. 1 MHz or 1 per-
cent of emission bandwidth, as speci-
fied). The emission bandwidth is de-
fined as the width of the signal be-
tween two points, one below the carrier
center frequency and one above the
carrier center frequency, outside of
which all emissions are attenuated at
least 26 dB below the transmitter
power. With respect to television oper-
ations, measurements must be made of
the separate visual and aural operating
powers at sufficiently frequent inter-
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vals to ensure compliance with the
rules.

(7) Alternative out of band emission
limit. Licensees in this service may es-
tablish an alternative out of band
emission limit to be used at specified
band edge(s) in specified geographical
areas, in lieu of that set forth in this
section, pursuant to a private contrac-
tual arrangement of all affected licens-
ees and applicants. In this event, each
party to such contract shall maintain a
copy of the contract in their station
files and disclose it to prospective as-
signees or transferees and, upon re-
quest, to the FCC.

(n) When an emission outside of the
authorized bandwidth causes harmful
interference, the Commission may, at
its discretion, require greater attenu-
ation than specified in this section.
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§27.54 Frequency stability.

The frequency stability shall be suffi-
cient to ensure that the fundamental
emissions stay within the authorized
bands of operation.

§27.55 Power strength limits.

(a) Field strength limits. For the fol-
lowing bands, the predicted or meas-
ured median field strength at any loca-
tion on the geographical border of a li-
censee’s service area shall not exceed
the value specified unless the adjacent
affected service area licensee(s)
agree(s) to a different field strength.
This value applies to both the initially
offered service areas and to partitioned
service areas.

(1) 1995-2000, 2110-2155, 2180-2200 MHz,
23056-2320, and 2345-2360 MHz bands: 47
dBuV/m.

(2) 698-758 and 775-787 MHz bands: 40
dBuV/m.

(3) The paired 1392-1395 MHz and 1432—
1435 MHz bands and the unpaired 1390-
1392 MHz band (1.4 GHz band): 47 dBuV/
m.
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